
 
CAST WHEEL MODEL ONLY 
The bracket enclosed is to fit tiger explorer model (not XC) with original equipment tyre 

                                                               Tiger 1200 Explorer Hugger 
Fitting Kit 

 1 x M6 x 16mm Hexagonal Head Screw 

 1 x M6 x 16mm Countersunk Socket Screw 

 2 x M6 x 20mm Countersunk Socket Screws 

 1 x M6 Small Washer 

 3 x Alloy Washer 

 3 x rubber washer 

 1 x M10 x 40mm 1.25 pitch fine thread bolt 
 
Remove the screw used to hold the ABS Hose Clip from the inside of the swinging arm knuckle. Remove the hex 
bolt from the top of the brake caliper assembly body. 
 
Fit the bracket as shown in photo. replace bolt using M10 x 40mm hex head. Fit through the bracket and then fit 
into the caliper assembly. Do not fully tighten. Refit brake hose clip on top of bracket as shown using M6 x 16mm 
hex head screw and washer supplied. Fully tighten bolt and screw, rotate wheel to check that it runs freely. 
 
retain original bolt with this instruction in the bag and keep with toolkit as if the hugger is removed the original 
bolt must be replaced as damage to the brake disc may be caused. 
 
Slide hugger into position over tyre. Fix top hole to bracket first, using M6 x 16mm countersunk socket screw, with 
alloy washer and rubber washer. It is also advisable to use Loctite or similar to prevent screws vibrating loose. Do 
not fully tighten. (IMPORTANT- USE ONLY 16mm SCREW AT TOP). Fix remaining two holes using M6 x 20mm 
countersunk socket screws with alloy washers. Do not fully tighten. 
 
There is a small amount of adjustment due to the size of the holes in the hugger. Before fully tightening screws 
push hugger up to gain maximum clearance from the tyre. Periodically check screws for tightness. 
 
 

 


