
 
 

Triumph Tiger Explorer 1200 XC 
Hugger Fitting Instructions 

Fitting Kit Contents: 
1 - M10 x 40mm bolt 
1 - M6 x 16mm hex head screw 
1 - M6 x 16mm countersunk socket screw 
2 - M6 x 20mm countersunk socket screw 
1 - M6 small washer  
3 - Metal Alloy Washers 
 
N.B. This Hugger has been designed to fit 
The standard radius Triumph fitted tyre. 
Fitting is best attempted when bike is on 
it’s centre stand (or gas lift where 
available) 
 
1. Remove the screw that holds the ABS 

Brake hose guide clip from the inside of 
the swingarm. 
 

2. Remove the top hexagonal head bolt 
from the brake calliper. 
 

3. Fit the bracket as shown in photo -> 
 

4. Replace the bolt (circled) using supplied M10 x 40mm hexagonal head bolt. The bolt should go through the 
bracket and into the calliper. DO NOT FULLY TIGHTEN. 

 
5. Refit the brake hose clip on the top using an M6 x 16mm hexagonal head screw and the small M6 washer. 
 
6. Fully tighten bolt AND screw. Rotate the rear wheel to make sure that it is able to turn freely. 

Make sure to keep the original bolt along with these instructions and a tool kit. If the Hugger is 
removed the original bolt MUST be fitted to avoid damage to the brake assembly.  
 

7. Slide the Hugger into position over the tyre (from the back works best). 
 

8. Fit the top mounting point hole to the bracket first using an M6 x 16mm countersunk socket screw and one 
metallic alloy washer. DO NOT FULLY TIGHTEN. Fit the 
remaining two mounting point holes with M6 x 20mm 
countersunk socket screws and alloy washers. DO NOT 
FULLY TIGHTEN. 

 
9. Take up any slack in making sure to adjust the Hugger 

to its final fitting position before fully tightening all 
fixing points. Aim to have maximum clearance 
between the inside of the Hugger and the tyre. Check 
fixings periodically for tightness. 

 
If you haven’t already got one, purchase and fit an 
Extenda Fenda (part code 056522) to keep road-borne debris off the front of your motorcycle. 


